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Open door position (strap 
hinge only shown for 
simplicity)

32x32 chamfered timber 
stop

Breather membrane 
stapled to jamb post

50mm Celotex

Polythene VCL

11mm plywpood, 50mm 
screwed at 200 cts

19 stop

69x19 Architrave

Breather membrane

Flashing under 
membrane and over 
storm mould

2no. 100x50 lintels

69x19 Architrave

Garage door

Storm mould (in 
conjuction with 
stops on jambs, 
frames the 
opening)

Outer 100x50 
lintel member 
fixed to stud on 
face of south 
column with 
galvanised joist 
hanger - see 
drawing 
1007/19

Head bolt

South 
column

DPM

Zone of wall structure

Foot bolt

100x50 floor joist 
in door location

Ramp
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C. Jamb detail, east

B. Door theshold

A. Head detail D. Jamb detail, west

Qty Item Location Specifica
2 prs 600mm heavy duty strap hinges Rails 2 and 3 TBC

1 Dead lock or sash lock 1200 AFFL TBC
1 Handle/knob set, if required Lock TBC
1 Head bolt 300mm or more Head, east leaf TBC
1 Foor bolt Foot, east leaf TBC
1 Short stay Rail 3, east leaf TBC
1 Long stay Rail 3, west leaf TBC

Ironmongery schedule


